NOTE: 

1. THE POLYETHYLENE SHEETING SHALL BE PROPERLY 
SECURED TO PREVENT BILLOWING, 

2. ALL OPENINGS IN THE WALLS, FLOOR AND CEILING 
SHALL 8E PROPERLY SEALED AIRTIGHT PRIOR TO 
INSTALLATION OF POLYETYHLENE COVERING. 

3. IN NEW JERSEY ONLY ONE LAYER OF POLY SHALL 
BE INSTALLED ON WALLS AND SHALL OVERLAP THE 
FLOOR POLY BY AT LEAST 18". 

CEILING OECK , 


NOTE: 

1. ISOLATION BARRIER PARTITION SHALL BE 
PROPERLY SECURED. ALL JOINTS AND SEAMS 
SHALL BE CAULKED AND SEALED AIR AND 

WATERTIGHT. 

2. DRAWINGS SHOWING STRUCTURAL AND SHORING 
DETAILS OF ISOLATION BARRIER PARTITIONS 
SHALL BE SUBMITTED TO THE ENGINEER PRIOR 
TO THE START OF THE WORK. 


CONTINUOUS SEALS 


EXISTING WALL 



2"x4" FRAMING AND- 
STUDS 9 16" O.C. 


FLOOR 


IF CEILING PROTECTION 

IS REQUIRED, FOLLOW SAME 

PROCEDURE AS FOR FLOOR. 


CEILING DECK 


"1 


STEP 4 POLY 
STEP 2 POLY 



FOR ABATEMENT IN OCCUPIED 
BUILDING IN NEW JERSEY: — 
INSTALL 2 LAYERS OF 
POLYETHYLENE SHEETING 

OUTSIDE 
(CLEAN AREA) 


STEP 3 POLY 
STEP I POLY 


INSTALL FINISHED GYPSUM 
BOARD (SPACKLED AND 
TAPED) ON ISOLATION 
BARRIER PARTITIONS 
VISIBLE TO THE PUBLIC. 


-1/2" PLYWOOD •* 

. WORK AR E A 

-INSTALL 2 LAYERS OF 
POLYETHYLENE SHEETING. 


FLOOR 
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SECTION A-A 


A^J 


® INSTALLATION OF POLYETHYLENE 
SHEETING ON WALLS & FLOOR 


(2) ISOLATION BARRIER PARTITION 


TEMPLATE SIZE 
SPECIFIC TO WINDOW 


ENTIRE INSERT SHALL 
BE COVERED WITH 
2 LAYERS OF 6 MIL 

POLYETHYLENE SHEETING 
(CRITICAL BARRIER) 



ADDITIONAL OUTLET IF REQUIRED 


INSTALL SHEETMETAL OR PLASTIC COLLAR 
TO SECURE FLEX DUCT INTO TEMPUTE 


REPLACE WINDOW WITH 1/2" PLYWOOD 
CUT TO FIT THE OPENING. TEMPLATE SHALL 
BE PROPERLY SECURED AND SEALED WITH 
WITH A CONTINUOUS BEAD OF CAULKING 
OR FOAM. 


PROTECT FLEX DUCT WITH A SINGLE LAYER 
OF 6-MIL POLYETHTLENE SHEETING 


NOTE: 

t. ALL LUMBER, PLYWOOD, AND SCAFFOLD PLANKING AT THE WORK- 
SITE SHALL BE TREATED FIRE RETARDANT AND BEAR A U.L. DESIGNATED 
RATING FR-S. 

2. ALL POLYETHYLENE SHEETING AT THE WORKSITE SHALL BE 6-MIL 
THICKNESS OR GREATER AND SHALL BEAR A FIRE RETARDANT DESIGNATION 
CONFORMING TO NFPA STANDARD 701, "LARGE SCALE FLAMMABILITY TEST". 

3. ACCESS TUNNELS AND DECONTAMINATION ENCLOSURES THAT MUST WITHSTAND 
LIVE LOADS SHALL BE DESIGNED IN ACCORDANCE WITH APPLICABLE CODES. 
DRAWINGS SIGNED AND SEALED BY A PROFESSIONAL ENGINEER, LICENSED IN 
THE STATE WHERE THE WORK IS TO BE PERFORMED, SHALL BE SUBMITTED 
TO THE ENGINEER PRIOR TO THE START OF WORK. 

4. WALK-OFF PAN IS FOR NEW YORK OPERATIONS ONLY. 


EXIT 


NEGATIVE AIR UNIT 
(NAU) WITH 3 STAGE 

HEPA FILTRATION SYSTEM. 



EMERGENCY 
EXIT 
ONLY 


SIDE LATCH 
WITH PULL ROPE 


FIRE EXTINGUISHER 


AIR FLOW INTAKE 




BATTERY POWERED OR 
GLOW IN DARK EXIT SIGN 


1/2" PLYWOOD DOOR 
COVERED WITH 2 LAYERS 
OF POLYETHYLENE SHEETING 


PHOSPHORESCENT LETTERING 
SIGN TO BE INSIDE WORK 
AREA IN ENGLISH AND 
LANGUAGE OF WORK FORCE. 


OUTLINE DOOR WITH 
FLUORESCENT PAINT 
OR TAPE. 


HINGES MOUNTED ON 

OUTSIDE (NONWORK SIDE) 

SO THAT DOOR OPENS OUTWARD 


NOTE: 

EXHAUST AIR TO THE OUTSIDE OF THE BUILDING AND AWAY FROM OCCUPIED AREAS. 
AT NO TIME SHALL THE NEGATIVE PRESSURE VENTIUTION UNIT EXHAUST WITHIN 
50 FEET OF A RECEPTOR. 


^ 



3 ) NEGATIVE AIR FILTRATION SYSTEM 


m 
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» HI8»Y C£KTIFY THAT THIS IS A TRUE AND CORRECT 
COPY Of ONE Of THE CONTRACT DRAWINGS CON- . 

STITUIINO A PART Of CONTRACT NO. fl7ZT-*##Z Q /{ 
IN THS FORM IN WHICH SAIO DRAWINGS EXISTED AT 
THE TIME THE SAID CONTRACT WAS EXECUTED BY 
THE PARTIES. 


4'-0" (NJ.) 
3'-0* (N.Y.) 


MINIMUM 


DATE 


ENGINEER Of DESK3N (J 
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4) EMERGENCY EXIT (WORKER'S SIDE) 

BEFORE WORK MAY COMMENCE IN ANY WORK AREA, CONTRACTOR SHALL 
SUBMIT TO THE ENGINEER A DIMENSIONED DRAWING SHOWING ALL EMERGENCY 
EXIT LOCATIONS FROM THE WORK AREA, 
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TOWERS ONE AND TWO 

ASBESTOS ABATEMENT" ; 
STANDARD DETAILS ; 

SHEET 2 
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